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Picture of cap 

 

 

 

 

 

 

product 

Ref. TE band Neck finish Finish diameter (mm) Neck Ref. 

2896 slitted PCO 1881 28 C2158 

 

product properties 

Ref. Characteristic  Remark  

2896 
Flip Top cap 

 
one hand opening hinge cap 

2896  
opening angle 160° 

2896 
number of pieces 3 or 4 (valve) 

2896 
spout selectable  with / without valve 

2896 
tamper evidence tamper evident ring for the lid cap 

2896 
tamper evidence lower tamper evident band slitted and folded 

2896 
aseptic properties 

drainage holes at spout area –to be confirmed with 
different treatment systems 
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cap dimensions (see drawing) 

Ref. 2896 Dimensions value (mm) 

 total height  30,5 +/- 0,3 

 plug seal diameter 22,4 +/- 0,2 

 outer diameter TE 30,4 +/- 0,3 

 outer diameter knurling 29,3 +/- 0,2 

 total weight 3,80 g +/- 0,15 g 

 number of knurls 72 

 
material 

 

Ref. part material type name of approved material 

2895 Body PP Basell Ecp 348 P 
Ineos 240HP25 

2894 Spout HDPE organo Ineos BP 6070 EA.B                                                

Ineos CAP 602                                                                                                                     

Borealis MB 5568 

2893 Ring HDPE organo Ineos BP 6070 EA.B                                                

Ineos CAP 602                                                                                                                     

Borealis MB 5568 

Z77-220 SF Valve PP ring + silicon valve 
 

Masterbatch all 
adapted to carrier 

material 
possibility to combine 3 different colors 

safety 

Ref. Characteristic Remark 

2896 
hinge according to toy regulation EN 

71-1_ 1998 checked by external test institute  
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sealing 

Ref. before 1st opening after 1st opening 

2896 36 Psi ( 2.5 bar ) on average 22 Psi ( 1.5 bar ) on average 

 

 
opening lid cap force 

Ref. 1st opening force 2nd opening force 

2896 15 to 25 N 8 to 15 N 

 
application 

Ref. application torque head pressure 
 

removal torque after 1 h 

2896 15-17 in.lbs 16 – 24 kg 12 – 20 in lbs 

Remark : values to be validated at production mold 
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Customer drawing 
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packaging 
 
general remark:  
 
temperature at storage and application must be 18 – 35 °C. 
 

 dimensions  number of boxes number of caps 

pallets Euro 144 x 800x1200 
20 boxes / 5 layer 
 

66.000 

pallets Indu 140 x1000 x 1200 25 boxes  / 5 layer 82.500 

carton box 373 x 381 x 582  3.300 


